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November 19, 2020 
 
CANADIAN SPECIALTY CASTINGS LTD.   CANADIAN BABBITT BEARINGS LTD. 
4248 Broughton Avenue    64 Dalkeith Drive 
Niagara Falls, Ontario L2E 3K6    Brantford, Ontario N3P 1N6 
 

Attention: Mr. Fred Koch 
 

LEADWELL MCV-1500I VERTICAL MACHINING CENTRE 
 
Dear Fred, 
 
Thank you for the opportunity to quote the LEADWELL MCV-1500I VERTICAL MACHINING CENTRE for your 
facilities in Brantford, Ontario.  
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FEATURES 
The unique spindle annular coolant jet provides a ring around the spindle nose. The high pressure 
coolant fluid is coming out to cooldown / lubricate workpiece and tooling from all directions:                                                          

 
 
 
 
 
 
 

Built-in chip augers take the metal chips to the belt-type lift-u chip conveyor: 
 
 
 
 
 
 
 
 
 
 
 
 

 
SPINDLE TORQUE + POWER CURVE 
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LEADWELL MCV-1500I  MACHINE SPECIFICATIONS 
 
TABLE 
table size      1550 x 1000mm (61” x 39.37”) 
table height      1000mm (39.37”) 
table load capacity     1500kg (3300 lbs.) 
 
TRAVEL 
X-axis       1520mm (59.84”) 
Y-axis       1000mm (39.37”) 
Z-axis       940mm (37”) 
X-axis motor torque     14.8Nm (20 ft-lbs.) 
Y-axis motor torque     14.8Nm (20 ft-lbs.) 
Z-axis motor torque     27.3Nm (37 ft-lbs.) 
 
SPINDLE 
power       22/33kW (30/44 hp)    
maximum torque     840Nm (620 ft-lbs.) 
taper       CAT#50 
maximum speed     6,000 rpm 
spindle nose to table     from 120 to 1045mm (from 4.8” to 41.8”) 
spindle centre to column face    1000mm (39.37”) 
 
FEEDRATE 
X/Y/Z-axis maximum cutting feedrate   10m/minute (394”/minute) 
X/Y/Z-axis rapid feedrate    20m/minute (787”/minute 
 
AUTOMATIC TOOL CHANGER 
number of tool pockets     30 
tool taper      CAT#50  
maximum tool diameter with all pockets full  127mm (5”) 
maximum tool diameter with adjacent pockets empty 229mm (9”) 
maximum tool length     300mm (11.81”) 
maximum tool weight     20kg (44 lbs.) 
 
ACCURACY 
positioning accuracy     ± 0.005mm (±0.0002”) 
repeatability      0.005mm (0.0002”) 
 
MACHINE DIMENSIONS 
length x width x height     3911 x 4267 x 3760mm (154” x 168” x 148”) 
weight       13500kg (29,700lbs.) 
 
Note: Specifications are subject to change without notice. 
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STANDARD & INCLUDED FEATURES & EQUIPMENT 
- Fagor 8060 control 
- 300 psi through spindle coolant 
- coolant ring around the spindle nose 
- programmable air blow next to the spindle nose 
- programmable through spindle air blast 
- wash-down coolant flush system 
- 4th axis ready 
- top cover 
- chip conveyor with chip collector 
- heat exchanger for electric cabinet 
- heavy duty box way design with four (4) Y-axis box ways 
- one piece box type base casting with internal rib construction 
- fully enclosed with heavy duty metal guarding 
- low voltage circuit system 
- large fully precision ground work table with 5 t-slots 
- automatic lubrication with low lubrication alarm 
- telescopic way covers 
- 2-speed gear spindle drive 
- portable electronic hand wheel 
- rigid tapping 
- coolant gun + air gun 
- precision ground ball screws 
- anchor kit 
- ISO50 spindle interface 
- spindle oil cooler 
- auxiliary coolant filter system to remove contamination and minute particles from the coolant 
- EMC-SCHAFFNER (electromagnetic compatibility) to avoid electrical noise 
- removable side doors for handling large profile machining parts 
- adjustable coolant nozzles with coolant check valve 

 
PACKAGE PRICE:        US $192,390 
 
SPECIAL STOCK MACHINE PACKAGE PRICE FOR CS CASTINGS: US $150,000 
SUBJECT TO PRIOR SALE 
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TERMS AND CONDITIONS 
 
The pricing 
Pricing shown is in US funds. 
The above pricing is F.O.B. Masteel in Oakville, Ontario. 
Applicable taxes are extra. 
CSA approval is included in the pricing. 
 
The payment terms  
30% with order, 60% before pick-up, 10% 30 days after delivery. 
 
Warranty 
One (1) year on labour, two (2) years on parts. 
 
Delivery 
Stock at Masteel ‘s warehouse in Edmonton, Alberta, subject to prior sale. 
 
*CUSTOMER’S RESPONSIBILITY 
- Pick-up the machine at Masteel in Oakville, Ontario. 
- Off load the machine from the truck at the customer’s site. 
- Provide all lifting equipment to move the machine into place for assembly. 
- Provide a single concrete slab level foundation per the machine foundation requirements. 
- Provide power to the machine by a certified electrician. 
- Provide hydraulic + way lube oil plus coolant fluid for the machine. 
 

*MASTEEL’S RESPONSIBILITY 
- Assemble / level the machine on the customer’s shop floor and anchor the machine to the 

customer supplied foundation.  
- Complete the machine installation and accuracy test.  
- One day of basic machine operator training.   

 
Pre-Start Health and Safety Review (PHSR) is the responsibility of the customer and is not included in the 
above pricing. 
 
This proposal is valid for thirty (30) days. 
 
We look forward to working with you on this project. 
 
Sincerely, 
MASTEEL AMERICA CORPORATION 
 
Ron Nater 
Manager, Eastern Canada 
phone: 647.270.4434 
email: ron@masteels.com 
website: www.ronnater.ca 
 


