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September 13, 2020 
 
MAKINA LASER TECHNOLOGY, S.A. DE CV 
MLT161123IU1 
Calle Eljido 173 
Col. Vergel del Sur 
Acaldia Tlalpan 
C.P 14340 
Mexico 
 
Attention: Mr. Luis Efrén Cardona Abrego 
 
Reference: quote number M-209136 / Maxcut S-32 Swiss Turning Centre 
 
Dear Luis, 
 
Thank you for the opportunity to quote the MAXCUT S-32 SWISS TURNING CENTRE.  

 

 



 
www.masteel.ca / www.masteels.com  

7490 MacDonald Road, Unit 120, Delta, British Columbia V4G 1N2, 800.913.4434 
854 78 Avenue, Edmonton, Alberta T6P 1L7, 780.466.4693 

940 Winston Churchill Boulevard, Oakville, Ontario L6J 7X5, 905.845.4434 

MACHINE FEATURES 

Higher productivity with lower cost: 
Tool post structure, wider range of selectivity and optional features provide high speed and high 
precision operation. This saves unnecessary expenditures. 
 
Back spindle: 
The Maxcut S-32 offers high performances of front and back simultaneous machining.  
 
Short length of remnant material: 
By using the rough material bushing the remnant length can reach to 50mm (depending on the 
length  of the last machined). It is used to reduce material waste, saving the consumption of materials. 
 
Raw material machining: 
The 0.1mm tolerance of material can also be processed on our Swiss type machine by using a "rough 
material bushing". 
 
TOOLING: 
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AXES: 

 
MACHINE SPECIFICATIONS: 
 
WORKING RANGE 
maximum turning diameter    32mm    
maximum machining length per chucking  240mm    
maximum drilling diameter    15mm 
maximum tapping diameter    M12  
   
TOOLING SYSTEM 
O.D. tooling      6    
O.D. tool dimensions     16 x 16 x 120mm  
I.D. tooling      4    
I.D. tool dimensions     13mm (ER20)  
cross working driven tooling    6    
cross working driven tool dimensions   13mm (ER20)   
cross working driven tool speed    200-6000 rpm   
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front working driven tooling    3 
front working driven tool dimensions   13mm (ER20) 
front working driven tool speed    200-6000 rpm 
back I.D. tooling     4+4 
back I.D. tool dimensions    13mm (ER20) 
back working driven tooling    3 
back working driven tool dimensions   10mm (ER16)   
maximum back working driven tool speed  3000 rpm   
 
MAIN SPINDLE 
spindle hole diameter     35mm    
spindle speed range     200-7000 rpm   
indexing      CS-axis 0.001 degree   
 
BACK SPINDLE 
spindle hole diameter     35mm    
spindle speed range     200-7000 rpm  
maximum length for front ejection   60mm 
indexing      CS-axis 0.001 degree   
 
FEED RATE 
rapid feed rate      30m/minute    
 
MOTORS 
main spindle motor     5.5kW    
back spindle motor     5.5kW    
Y1/Z1/Z2 axis motor     0.5kW 
X1/X2/Y2 axis motor     1kW 
coolant pump      1 hp x 2   
lubrication      4W x 4 
driven tool motor - fixed arm    1.5kW 
    
MACHINE DIMENSIONS 
centre height      1050mm    
machine weight      3420kg    
machine length x width x height    3130 x 1450 x 1880mm  
 
AIR 
air pressure      5kg/cm    
air supply      10L/minute   
 
Note: The above machine specifications are subject to change without notice. 
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STANDARD + INCLUDED EQUIPMENT 
- Fanuc 0iTF Plus control 
- main + sub-spindle with 0.001° C-axis indexing 
- main + sub-spindle with Y-axis 
- working light 
- coolant system 
- part-off detection sensor 
- part catcher 
- six (6) O.D. turning tool holders 
- four (4) I.D. stationary tool holders 
- four (4) back I.D. stationary tool holders 
- six (6) cross working driven tool holders 
- three (3) front working driven tool holders 
- three (3) back working driven tool holders 
- four (4) back stationary/working driven tool holders 
- live bushing 
- rough material bushing 
- door interlock switch 
- chip conveyor and bucket 
- two (2) lube device upgrades to microcomputer 
- eight (8) m-codes + relay board including eight (8) relays 
- tool load monitoring function 
- electronic handwheel with program check function 
- electronic + printed Fanuc 0iTF Plus manual  
- long shaft tube 
- mist collector 
- English + Spanish operator manuals 
- Maxcut S2 3.7m automatic magazine bar feeder 
- tool measuring system 
- radio controlled automatic part probe 
- CAM system on computer with 30” screen for 7-axis Swiss turning code generation 
- consumable lot: lubricant oil, refrigerant, filters for 12 month operation 
- operation, programming and maintenance training for 10 operators 

   
MAXCUT S-32 PACKAGE PRICE: US $265,000 
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TERMS AND CONDITIONS 
 
The pricing 
Pricing shown is in US funds. 
The above pricing is F.O.B. major Mexico port of entry. 
Applicable taxes and duties are extra. 
CSA approval is included in the pricing. 
 
The payment terms  
Irrevocable letter of credit at sight. 
 
Country of origin 
Taiwan. 
 
Warranty  
One (1) year on machine parts & labour. 
 
Delivery 
30-35 weeks from date of order acceptance by Masteel, subject to confirmation at the time of purchase. 
 
*MASTEEL’S RESPONSIBILITY 
- Ship the machine + bar feeder from Taiwan to major Mexico port of entry. 
- Assemble / level the machine + bar feeder on the customer’s shop floor and anchor the machine + 

bar feeder to the customer supplied foundation. 
- Complete the machine + bar feeder installation and accuracy test.  
- Operation, programming and maintenance training for 10 operators.   

 
*CUSTOMER’S RESPONSIBILITY 
- Ship the machine + bar feeder from major Mexico port of entry to the customer’s site. 
- Off load the machine + bar feeder from the truck at the customer’s site. 
- Move the machine + bar feeder into place for assembly. 
- Power to the machine + bar feeder. 
- Hydraulic + way lube oil plus coolant fluid for the machine + bar feeder. 

 
No other terms & conditions are applicable to this quote which is valid for thirty (30) days. 
 
We look forward to working with you on this project. 
 
Sincerely, 
MASTEEL AMERICA CORPORATION 
 
Ron Nater 
Manager 
647.270.4434 / ron@masteels.com 


